
 
 
 
 
 
 
 
 
 
 
 
 

 

AR SERIES 
 

Certificate No. : 

Reference Report No. : 

HY-26DBA001 

E9564940E01 

 

The above product has successfully demonstrated that its product 

is in compliance with 

 

Electromagnetic Compatibility Directive 2004/108/EC 

EN60947-5-1-1991/TUV 
 

 

We, the undersigned, hereby declare that the equipment 

specified above conforms to the above Directive(s) 

Date of Issue : January 29, 2010 

 
 
 

Manufacturer Signature 

President 
 

 

 

 

HANYOUNG NUX CO,.LTD. 

 

 

 

 

 

 



License Holder                                                

Hanyoung Nux co. Ltd 

Gilpa-ro71beon-gil,  Michuhol-gu,  Incheon, Korea 

 

Manufacturing Plant 

PT. Hanyoung Electronic Indonesia 

JL.JANGARI RT.03 RW.02 KEI. HEGARMANAH KEC. SUKALUYU KEB. CIANJUR 
INDONESIA 

 

Type Designation : AR-Series 

 

HILFSSTROMSCHALTER (Manually operated control switch) 

 

Continuation 

 

1) Actuators 

Type designation : - Push button switch 

                                      ARE- , ARF-Series and 

                                      ARX- Series with direct supply for Internal lamp 

                                              - Selector switch 

                                              ARS-Series and 

                                              ART-Series with direct supply for Internal lamp 

                                             - key switch 

                                             ARK-Series 

                                            -  Emergency switch 

                                            ARE-3K- ,  ARE-3R-,  ARE-4K-, 

                                            ARE-4K-,   ARE-6K-  and ARE-6R Series 

          Mechanical life 

           cycles per hour  :  500000/1800 

 

2) Contact Elements 

Type designation :  AR-10   (normally open contact)  and 

                                         AR-20   (normally closed contact) 

Rated voltage      :   AC 250V,    50/60HZ 

Rated current      :   5A 

Utilization 

category              :   AC-12,   AC-13,  AC-14  and   AC-15 

 

Mechanical life/ 

cycles per hour   :  500000/1800 

 

 


